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TECHNICAL MEMORANDUM X-53729

CALIBRATIONABLE PRESSURE
SWITCH (CALIPS) CHECKOUT SYSTEM
LOOP ACCURACY EXPERIMENT

SUMMARY

Presented is a summary report of an experiment conducted at Marshall
Space Flight Center to evaluate the accuracy capabilities of calibrationable
pressure switch (CALIPS) checkout systems. It was found that if the range of
the reference transducer matches that of the switch under test, if the ground
A/D converter is properly aligned, and if the pneumatic ramp rate is slow
enough, accuracy requirements can be met or exceeded.

OBJECTIVE

The objective of the CALIPS checkout system loop accuracy experiment
was to evaluate the capability of the existing checkout system design to meet
the accuracy requirements of the CALIPS systems.

DISCUSSION

Introduction and Background

Pressure switches have long been used to control space vehicle functions
such as pressurization and venting of pressure vessels. In order to verify the
operation of these switches prior to launch it has been necessary to either
pressurize the entire volume to which the switches were attached or disconnect



the switches from their systems and actuate them through a local pneumatic
source. Both of these techniques had disadvantages. Pressurization of large
volumes is not always possible and offers opportunities for contamination.
Disconnection of pneumatic lines increases chances for leaks, contamination
and human error. To preclude these prelaunch checkout difficulties, permit
remote automatic checkout of pressure switches and facilitate overall testing,
the CALIPS [1] was developed by Propulsion and Vehicle Engineering
Laboratory (P&VE). This switch (Figure A-1) uses two separate sensing
lines, one for system operation and the other for ground checkout. Each line
is pneumatically isolated from the other. Thus, during checkout, pressure
is applied to the switch through the ''checkout' port. The pressures at which
the switch actuates and deactuates are automatically recorded.

The ground system to accomplish this checkout is schematically shown
in Figure A-1. It is a checkout system such as this which was evaluated in
the experiment described herein.

In mid-1964, the System Operations Branch, Vehicle Systems Division
of Propulsion and Vehicle Engineering Laboratory, was asked to determine
overall accuracy requirements of systems designed for remote checkout of
Saturn vehicle CALIPS. With known vehicle switch tolerances and system
characteristics, accuracy requirements are determined to minimize
probabilities of false rejection of acceptable switches, false acceptance of
bad switches, and unnecessary repeat testing. These accuracy requirements,
first published in October 1964, were based on a statistical methodology
developed with assistance from The Boeing Company [2].

The original accuracy requirements showed that to obtain a reasonable
degree of confidence, a typical checkout system could be permitted an overall
inaccuracy of only + 0.3 percent. Since this first publication of accuracy
requirements, relaxation of certain vehicle switch tolerances and other system
changes has reduced the demands upon the checkout system. Accuracy goals
now range as high as + 0. 95 percent (Appendix A) .




The remote automatic system devised to perform vehicle pressure
switch checkout at KSC consists of a pressure source, a series of valves and
orifices for controlling pneumatic pressurization rates, and a high accuracy
reference transducer, all operated in conjunction with an RCA 110A computer.
Typically, as increasing checkout pressure is applied to the vehicle switch,
the reference transducer analog signal is supplied to the computer through a
filter circuit and the computer's A/D converter. When the vehicle switch
actuates, a READ function is generated causing the computer to record the
reading of the reference transducer at that instant.

The process is repeated during decreasing checkout pressure, and the
switch deactuation point is determined. The computer then compares these
values with previously stored tolerance limits and prints the measured
actuation/deactuation pressures along with a go/no-go statement.

There are several possible
sources of inaccuracy in a system
such as described. Potentially the
prime factor affecting system in-
accuracy is the time rate of pres-
surization or ramp rate AP .

AT
Figure 1 shows a characteristic time
lag before Psw reaches Pr' This

time lag causes an error that varies
with ramp rate. Therefore, upon in-
creasing pressure, the measured
pressure will tend to be errone-
ously high; upon decreasing pressure,
erroneously low. In addition to the
rates of pressurization, the time lag
would be a function of tubing volume
and pressurization medium. This
inaccuracy is called pressurization
lag.

Errors relatively independent
of pressurization rate, medium, and
volume include:
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1. A/D converter word length limitations.

2. Extraneous noise superimposed upon the analog signal (for which a
filter has been incorporated) . '

3. Basic reference transducer inaccuracies.

4. Inaccuracies caused by utilization of the transducer at less than the
optimum accuracy range (e.g., + 0.05 percent declared accuracy at full scale
implies + 0.1 percent at half scale) .

5. Errors due to gas gravitational head where the switch elevation is
different from that of the reference transducer. However, since this error is
repeatable, it can be eliminated by calibration and is not considered further

herein.

The CALIPS Checkout Systems Loop Accuracy Experiment was devised
and implemented to:

1. Evaluate the overall checkout system.
2. Isolate and quantify the various sources of inaccuracy.

3. Learn the relative effects of different ramp rates, gaseous media,
and tubing lengths on the system.

4. Define optimum ramp rates. The optimum ramp rate is the fastest
ramp consistent with accuracy goals (Appendix A).

5. Gain operating experience to implement the projected use of the
proposed checkout system at KSC.

It is emphasized that the objective of the experiment was not to evaluate
CALIPS but to evaluate the system with which they will be checked.

Experiment Description

The experiment hardware consisted of a pneumatic breadboard designed
by the Systems Operations Branch of Vehicle Systems Division and built by the




Applied Mechanical Research Branch, Propulsion Division, Propulsion and
Vehicle Engineering Laboratory. This breadboard simulates various pneumatic
checkout consoles operated in conjunction with an RCA 110A computer with all
necessary interfacing equipment (Fig. 2). To achieve maximum flexibility, the
breadboard design (Fig. 3) incorporated features which enabled experimenters
to switch easily between manual and automatic operating modes — select one of
three representative tubing lengths — change transducer heads, ramp control
orifices, and gaseous media. The transducer which served as a pressure
standard (a Wiancko frequency modulated secondary standard) could, by valve
positioning, sense pressure either at the tubing inlet (point A, where the CEC
transducer under test is located) or at the tubing outiet (point B, where the
CALIPS are located). Pressurization lag error was isolated from all other
system errors by running identical tests with the Wiancko transducer reading
at point A, and then at point B (Modes 2 and 3, Appendix B).

Tests were done under all com- T
binations of the following conditions: e . 53501

1. Three tubing lengths, 550 ft "% ,‘# e iR
(168 m) by 0.375 in. (0.952 cm) diam- g i
eter, 250 ft (76 m) by 0.25 in. (0.635 ¥ - voliuéten
cm) diameter, and 110 ft (34 m) by 20 vac o ol coonren
0.25 in. (0.635 cm) diameter. * . Furee

SIGNAL
[CONDITONE

2. Two pressure ranges 0-20 q
psig, 0-950 psig (0-137880 N/ m?,

0-6549300 N/m?). R S

no a | A/D
COMPUTER IiOﬂV[l\'El

3. Two media (nitrogen and LT___ A
hellum) . OFF LINE N

DATA -

ANALOG
SIGNAL

CARD LINE
PUNCH PRINTER

1

4, Test and reference trans-
ducers reading point A. (See Fig. 3.)
FIGURE 2. BREADBOARD SYSTEM
5. Test transducer at point BLOCK DIAGRAM
A and reference transducer at test
point B. (See Fig. 3.)

A conventional primary pressure input control and regulatioh circuit
was employed to establish the different pressures required during the generation
of the actual ramp rates.
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An orifice control circuit was used to generate the different ramp rates.
The orifice control circuit was comprised of a fine orifice and a controlled
coarse orifice. A solenoid valve (SOV 83) (see Fig. 3) controls the coarse
orifice. The SOV was controlled by either manual switches located on the
breadboard control panel or pressure switches located within the breadboard
automatic control circuitry. Ramp rates were varied by selecting different
combinations of orifice sizes, tubing lengths, and applied input pressures.

During automatic operation in conjunction with an actual CALIPS (Mode
4, Appendix B), two conventional pressure switches were employed to control
the pressurization and depressurization cycles. The low pressure switch was
preset to a value well below the CALIPS actuation point. When the pressure
reached that value, the low pressure switch energized to close the coarse
orifice through SOV 83, thus slowing the pressurization cycle prior to CALIPS
actuation. The system continued to pressurize to a predetermined pressure
at which point the high pressure switch was energized initiating the depressuri-
zation cycle. Two events then occurred; source pressure SOV S1i closed
(deenergized) and vent SOV S2 opened (energized). The system slowly vented,
controlled by the fine orifice. During the controlled depressurization cycle,
the CALIPS deactuated; thus, two accurately controlled CALIPS points were
established by the control action of the high-low pressure switches. One final
event occurred; the low pressure switch deenergized at its predetermined
setting allowing the coarse orifice to be opened by SOV S3. The system then
vented to ambient pressure.

The pnewmatic console was equipped with three different pneumatic tubing
lengths used to simulate the different line lengths used in the actual CALIP
checkout loop. Different tubing lengths were selected by operating hand-
controlled shutoff valves and solenoid valves from the breadboard control panel.

The CEC transducer and servo amplifier, vital parts of the system
under evaluation, consisted of a closed-loop, self-balancing, servo system with
a declared accuracy of +0.05 percent of full-scale value under controlled con-
ditions. The force-balance pressure transducer detected pressure differentials
between a known reference pressure and the measured pressure and transmitted
a proportional error signal to the servo amplifier. The servo amplifier used
this error signal to develop a dc balancing current for the system and to develop
an analog output voltage across the servo amplifier output. This analog voltage
constituted a transducer output signal proportional to the sensed pressure. The
analog voltage was carried over 150 ft (46 m) of wire through a noise elimination
filter to an A/D converter and finally into the RCA 110A computer (Fig. 2).



The Wiancko pressure transducer in Figure 3 was used as a pressure
standard for checking the accuracy of the overall system. The Wiancko trans-
ducer system, consisting of a pressure head, amplifier, and voltage source,
has a declared accuracy of +0. 05 percent of full-scale value. According to
declared accuracies, the Wiancko system appeared to be no better than the CEC
transducer, which was part of the system being evaluated. The Wiancko trans-
ducer system was selected as a valid standard because of established confidence
in the Wiancko transducer and because the output signal conversion was not sub-
ject to the inaccuracies of noise and A/D conversion. Also, it was expected that
overall CALIPS checkout system inaccuracies would be considerably greater
than that of the CEC transducer alone.

The Wiancko transducer converts pressure to a frequency readout pro-
portional to pressure. The conversion of this readout to a digital signal was
done within +0. 002 percent accuracy by feeding the frequency signal into an
electronic counter operating in the ''period mode.'" The period mode counts
cycles of an internal oscillator over a period defined by one cycle of Wiancko
frequency. The period mode was chosen for its higher sampling-rate-capacity
(higher than the frequency mode). Because of a voltage mismatch between the
output of the electronic counter and the input of the computer, a signal conditioner
was used as an interface between the two. Upon receipt of the voltage input,
the computer reconverted the period to frequency with no accuracy loss.

The RCA 110A computer transmitted decimal values of transducer
pressure readings, time, and CALIPS actuation status to punchéd cards. A
Fortran IV program was written for IBM 7094 computer which processed the
data on the punched cards. The IBM 7094 read the card images and computed
the mean, variance, and standard deviations for a series of increasing and
decreasing pressure readings. (The computer programs are included in
Appendix C.) The IBM 7094 transmitted the information to an SC 4020 Infor-
mation Display System to produce the graphs in Figures 4 through 8. Photo-
graphs of the mechanical portion of the test setup are shown in Figures 9
through 12.

RESULTS

Tables I and II are a summary of the data which were taken. The tables
include data for two ramp ranges, two media, three line lengths, and several
orifice sizes. A total of 47 runs is included.
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FIGURE 9.

FIGURE 10.

OVERALL VIEW OF BREADBOARD

BREADBOARD CONTROL PANEL




FIGURE 11. BREADBOARD PLUMBING

FIGURE 12. WIANCKO AND CEC TRANSDUCERS

15




01970~
oF1 2+ 09¢ "1¥ 0SL 0+ aq A\ 4 81
06L°1 0z2£°0 !
0L9 0- (962 "L¥92)
06L T+ 0€Z ' 1¥ 095 "0+ v v L1 ¥8E°0 7
022 0- :
089 '0+ oSy 0¥ 0£Z "0+ q A\ 9t
0090 080°0
092 "0~ (0€9 '666) 7
009 "0+ oty 0¥ 0LT 0+ v v ST S¥1 0 |
0¥e0-
00Z 0+ 0Lz 0F 0L0°0- q v ¥ (wd €9 °0)
are 0 060°0 ‘ur gz o
0180~ (20Z "2L8) (w yg) |
01170+ 01Z 0¥ 00170~ v v er €800 ¥ o1l 7
11€°0-
6L T+ 0€0 1% 6TL 0+ q v [43
298°0 18870
01€°0- 1% °2051)
298 0+ 98G 0F 9LZ 0+ v v 144 83120
Z¥1°0-
9 0+ 8LE 0¥ 992 0+ a9 v o1
. . €170~ (1% °85S)
1or’o te’o oy 0+ 992 0¥ SET 0+ v v 6 180°0
0LZ "0~
061 0+ 0£2 0¥ 0%0 '0- q \ 4 8 (wd ¢£9°0)
0ze'0 0600 ar gz o
0Z¢ 0~ (810 ¥2¢} (m 9L)
001 0+ 012 ‘0¥ ort1 0" \4 v L L¥0 0 1} 052
£mo paurmIaIeq 01z 0~ (¥£6 '60T1)
my y-v 0sL0 aq jouae) 0SL 0+ 08¥ 0¥ 0Lz "0+ v A\ 9 1910
S€0 0
SSL 0+ $6E 0¥ 09¢ "0+ g v s
(.14 A1) 92e°0
L¥1 0~ z6L°LES)
62¥ 0+ 882 0¥ %710+ v v ¥ 8L0°0
%0 0-
995 0+ 90¢ "0F 092 "0+ [:4 v €
9180 052 0
0zt 0~ (oL1°6L8)
918 "0+ 812 ‘0¥ 860 "0+ A\ v 2 $%0°0 {wd 256 °0)
‘urGLe 0
Aquo pirea poujuLIgNaq pouTmLIAIAQ 182 °0- (95¥ '597) (ur g91)
wmIg-v oq joue] aq jJouue) S61 0+ Wz 0¥ 2%0 0~ g A4 ¥ ¥20°0 3 08S ND
Evwey jmeoaed ‘aoxag juoazed ‘Bwy jue@oxad jueozad Juadzad (s B13) (€ 3 3) ‘oN (008 /,m/N) qS8uey wnpey
T 13 d | & \ ueoy wuq oqe | ‘wmeq jo sEIg | urod I Jur0q uny 098 /19d eupy
PR L ™oL Aovmody PpoAIasqn oxoueIm e 030 ‘orey durwy
emiosqy szpmegelg
og

(;u1/N 088 LET-0%6 89) 31sd 02-07 :IADNVYH

dNvyd

‘I JTdVL

16




092 '0-
029 "1+ 0¥6 0¥ 089 0+ q v e
oFLT 0600
069 0- (862 '£2€2)
0TL T+ 002 1% 0160+ v A\ €e LEE 0
0eg '0-
8t "0+ ¥8¢ ‘0¥ ¥50 "0+ 2 v (45 (w1 gg9 '0)
y'o 691°0 ‘ur gz o
Ty o- (026 "0%27) (w $g)
692 0+ oLe 0¥ 101°0- v v 134 0810 oIt
05170~
019 "1+ 088 0F 0EL 0+ q v 114
0g6°0 089°0
01€ 0~ : (9e% "LEET)
086 "0+ 029 '0F 0Fg 0+ \4 v 62 $671°0
022 "0~
005 "0+ 09¢ "0¥F ovT 0+ q v 82 (wd gg9 '0)
0gE 0 0ge 0 ur gz o
0ge "0~ (00% '689) (w gs)
0LY "0+ 052 "0F 080 0— v v L2 0010 1 0se
0080~
02172+ 0712 1% 016 "0+ q v 92
068 °0 0EZ°Y
0gE "0- (pe "€131)
068 0+ 019 0¥ 082 "0+ v v t4 9L1°0
060 0-
0F8 "0+ 05y "0F 09¢ "0+ q v vz
00¥ '0 0T% 0
007 "0~ (868 " 19%)
00¥% "0+ 052 0¥ 057 "0+ v v €2 L90°0
0%2 "0—
0z¢ "0+ 082 '0F 0%0 "0+ q v (44
07€°0 0820
01€ 70— (0gz01¢)
060 0+ 002 ‘0¥ 0110~ v v 12 S¥0°0
062 "0-
052 "0+ 0Lz "0F 020 0~ qa v 02 (w2 286 '0)
02€°0 [ AN urgLe o
0Z¢ "0~ (#%2 '6L7) (w g97)
080 0+ 00z 0¥ 0z7°0- v v 67 920 '0 13 06S 3H
yIBwaY juadzad ‘Joxxy wadaed ‘Sey Juaoaad judaxad juaoxsd (g "313) (¢ '31q) ‘ON (088 /,ur/N) 8uag wmipaw
TBOIDRATY UOTIRZLINSSBIJ Aoeanooy UBSW ¥ INOqR ‘vreq Jo sEig jutod e uyog uny o8 /18d aury
umupxey wmnwxeR 810, Aoeanooy POAIASqO oNourRim 18 DFD ‘arey dursy
amosqy ozLINEsalg
og
(pepnouo)d) ‘I ATAVI

17



00% 0~ i
0¥%8 "0+ 029 0¥ 032 "0+ q A\ | 174 (wd g9 '0)
0980 0200 ‘ut 620
0¥ 0" | (00 "0L¥¥E) (w 3g)
098 "0+ 059 0¥ 012 "0+ v v i 9% 00°S Bory
0£€ "0~
069 "0+ 015°0% 087 0+ q v Sy (wd gg9°0)
0¥5°0 0sT°0 ursg o
: 022 "0~ (00 "S£2LT) (uwrgL)
0bS 0+ 08¢ 0¥ 091 "0+ v v 124 052 1082
007 "0~
ove "0+ 022 0+ 0z1 0+ q A\ v (wd 266 '0)
90€°0 ¥€0°0 UL GLE0
oy1°0- (96 "008S} (w 891)
90€ "0+ €22 0¥ £80 "0+ v v t44 ¥8°0 1 0sS sH
09¢€ "0~
026 "0+ 0¥y 0¥ 080 "0+ q v 134 (wd g9 °0)
005 °0 020°0 ‘ur ¢z o
02¢€ "0- (296 "€€% 1) (w $¢)
00S "0+ 0T% 0¥ 060 "0+ v v oy 80°2 13011
o¥e€ "0~
06€ "0+ G9E 0 F G20 0+ : v 6¢ (w2 g9 0)
¥LE O 970°0 ur 6z o
¥ee "0- (022 '06LL) (w9z)
yLE O+ ¥se 0¥ 020 0+ v v 8¢ 0€T°1 1 052
Ao y-y uny
durey ANE\Z
008 528 ¥
-000 L¥¥ €) 08€°0 082 '0- (099 '8892)
818d 002-005 08¢ "0+ 0ge 0¥ 050 "0+ v v LE 06€ 0
882 '0-
9¢7 "0+ 212 0¥ 9L0°0- qa v 9¢ (w2 266 °0)
9280 ¥50°0 ‘ur GLE 0
928 0 (09S '$59T) (ur 897)
280 "0+ ¥0Z2 0¥ 3210 v v Se 0¥2'0 3 oss ND
sIBWIY jueoxad ‘Joragy Juoozad ‘3ey udozad juadxad juaoxad (e B1q) (¢ 813) "ON (098 /,u1/N) qBuoy umipaW
TBOII10OTH UONEZLINSS3IJ Aoeanoody uBOW ¥IE(] noqe ‘ereq Jo serg juroq e arod uny 098 /18d aury
WhWEXeW WhuXeR Te10], Aoeanooy PRAIaSqO oyouwetm k- Ke'c fo] ‘ayey durey
amosqy ozuINgsaIg
og

(;W/N 00€ 6%S 9 - 000 L¥¥ €) 815d 066-00S *TONVY dNVH ‘Il ITAVL

18




The results of the tests indicated that the overall system loop accuracy
was affected by the line volume, pressure ramp rate, (lb/in.2%/sec) electrical
error, A/D conversion error, and the percentage of full scale on the transducer
range. The data in Tables I and II included an observed bias based on the mean
of the ramp up, a 3 ¢ accuracy and a total accuracy. The table accuracies are
based on absolute pressure to agree with the accuracy requirements in
Appendix A,

The data show that accuracy improves by slowing the ramp rate. For
example, comparing the pressurizing or ramp up portions of two runs, the run
using the smaller orifice will show the greater accuracy. Also, when the ramp
up portion of a run is compared to the ramp down portion, the latter will be
more accurate because it has a slower ramp rate, Tables I and II are based on
the ramp up or worst case error. The improvement of accuracy on the vent
side (slower ramp rate) is evidenced by comparing the absolute and percent
difference graphs in Figures 9 and 11 with Figures 10 and 12, (Note:
Pressurization graphs have different vertical scales than vent graphs.)

An observation of the graph in Figure 9 shows that the difference is
distributed around a mean. The observed bias of data in Tables I and II
represents this mean and the 3 ¢ accuracy is a measure of the distribution
around this mean.

Tables I and II show that the pneumatic lag, as expected, was much
greater for runs using the 550-ft (168-m), 0.375-in. (0.952-cm) ~-diameter
line than for the smaller line lengths and diameters. Pressurization lag was
separated from all other errors including electrical by comparing runs made
with both the Wiancko and CEC transducers measuring at test point A and
then with the Wiancko at test point B and the CEC at test point A (see
Experiment Description) .

As a result of the CALIPS checkout loop accuracy experiment, it was
discovered that the vendor-recommended procedure for alignment of the A/D
converter was inadequate. The Chrysler Corporation's Saturn IB Breadboard
Facility operating personnel devised a new alignment procedure which greatly
improved the CALIPS checkout system accuracy [3].

An example of the data is run 32 on Table I. Operational mode 4 was
used to obtain the data (see Appendix B). Figure 8 is a plot of the pressure
versus time showing that the system vents at a slower rate than it pressurizes.
The ramp up computer data for run 32 is included in Table III,
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TABLE III, RUN NUMBER 32 RAMP UP

a

Wg Cg Abs. b Absolute 4
Wiancko | CEC Diff. % Diff. Wiancko % Diff.

10.14 | 10.14 0 0 24,84 0.0
10.56 | 10.59 03 0.284 25.26 0.119
10.98 {11.01 03 0.273 25. 68 0.117
11.40 |11.43 03 0.263 26.10 0.115
11.81 | 11.91 0.1 0.847 26.51 0.377

12.33 |12.33 0 0 27.03 0.0
12.74 |12.75 0.01 0.078 27. 44 0.036
13.15 |13.17 0.02 0.152 27.85 0.072
13.57 |13.59 0.02 0.147 28. 27 0.071
13.98 |[14.01 0.03 0.215 28.68 0.105
14.39 |[14.46 0.07 0.486 29.09 0.241
14.90 |[14.91 0.01 0.067 29.60 0.034
15.31 {15.30 | (-)0.01 (-)0.065 30.01 (-)0.033
15.72 |15.75 0.03 0.191 30.42 0.099
16.13 [16.17 | 0.04 0. 248 30.83 0.130
16.54 |16.53 | (-)0.01 (-)0.060 31.24 (-)0.032

16.95 |16.95 0 0 31.65 0.0
17.36 | 17.37 0.01 0. 058 32.06 0.031
17.76 |[17.79 0.03 0.169 32.46 0. 092
18.17 |18.21 0.04 0.220 32.87 0.122
18.68 |18.63 | (-)0.05 (-)0.268 33.38 (-)0.150
19.09 |[19.11 0.02 0.105 33.79 0. 059

19.50 |19.50 0 0 34.20 0.0
19.85 [19.74 | (-)o0.11 (-)0.554 34.55 (-)0.318
Y, =2.856 ), =1.287
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From Table III (ramp up) for run 32 the gage bias and gage accuracy
were computed as follows:

a = absolute difference
b = percent gage difference
¢ = percent absolute difference

Wg = Wiancko transducer reading-gage

Cg = CEC transducer reading-gage

X = mean or hias

X = individual reading
$? = variance

n = number of readings

Wa1 = Wiancko transducer reading-absolute
Ca = CEC transducer reading-absolute
o = standard deviation

i = the ith item in a series

g g

ax 100

2. = =b

g

n
R

3. B _x

n




From Table III - Computing ramp up gage accuracy

n
1. ), b=2856
i=1

2. n=24

3. X=0.119 (gage bias)

4. S%=0.0658

5. S=0.257

6. 3 o =x0.771 (percent gage accuracy)

From Table III - Computing ramp up absolute accuracy

n

1. ), c=1.287
i=1

2. n=24

3. X=0,054 (absolute bias)
4. S*=0.0164
5. 8$=0.128
6. 3 o =4+0.384 (percent absolute accuracy)

The total accuracy (percent) in Table II was computed by adding the
+3 ¢ accuracy to the observed bias of data percent. (Example, run 32,
0.054 + 0.384 =0.438 and 0.054 - 0.384 = (~) 0.330). The maximum pressuri-
zation lag percent was determined by subtracting the total accuracy percent
from test point A-A run from the total accuracy percent test point A-B run.
(Example run 32, 0.438 - 0.360 = 0.078). Based also on the statistics which
have been computed the maximum electrical error would be the +3 ¢ value
(which ever is greatest) of total accuracy for the test point A-A run.
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The data in Tables I and II were taken using two gaseous media, GN,
and GHe. No clearly defined differences were observed; however, the experi-
ments did demonstrate that either media can be used to obtain the desired
checkout accuracy.

The data indicate that loop accuracy was also improved as the pressure
approached the full-scale value of the CEC transducer head.

The CALIPS breadboard was run in test mode 4 to prove the capability
of the CALIPS automatic checkout system. The results of the tests in this
mode proved that the system would go through the test cycle automatically and
that the computer could monitor and record the results of the system test.

SUMMARY AND CONCLUSIONS

The experiment has proven that the CALIPS checkout system as
designed in the mechanical ground support equipment can meet the checkout
accuracy requirements as specified in the Saturn V Fluid Requirements
Document.

There are, however, certain provisions which must be made to meet
the requirements. They are as follows:

First, it is imperative that the transducer heads match as closely as
feasible the range of the CALIPS to be tested. For example, the CEC trans-
ducers in the S-IC stage pneumatic checkout racks have a range of 0-5000 psia
(0-34 470 000 N/m?). These transducers are used to check the 1060-psia
(7 307 640 N/m?) F-1 Engine Thrust OK switches (Appendix A). The trans-
ducer accuracy of this particular system can be improved by a factor of 3. 3
by using a 0-1500-psia (0-10 341 000-N/m?) transducer head.

Second, proper alignment of the A/D converter [3] is essential for
meeting the accuracy goals of Appendix A. Improper alignment can cause an
offset error in the analog great enough to make it useless.

Finally, it is necessary to utilize proper ramp rates. Table IV has

been extrapolated from the breadboard data; it constitutes approximate maxi-
mum ramp rates to provide the desired accuracy.
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TABLE IV, APPROXIMATE MAXIMUM RAMP RATES

Highest
Range |[Typical Accuracy
psig Appli- Req., Line Length |Maximum Ramp Rate,
Medium (N/m? |cation percent ft (m) psi/sec (N/m?/sec)
GN, 0-20 S-IC +0.42 550 0.04
(0-137 880) (168) (275.76)
250 0.06
(76) (413. 64)
110 0.10
(34) (689.40)
0-95
(0-6549300)| S-IC +0.3 550 0.25
(168) (1723.50)
U 250 0.60
(76) (4136. 40)
110 0.60
(34) (4136. 40)
GHe 0-20 S-11 +0.3 550 0.03
(0-137 880) (168) (206.82)
S-1IVB 250 0.08
(76) (551. 52)
110 0.16
(34) (1103. 04)
0-950 S-11 +0. 48 550 0.60
(0-6 549 300) (168) (4136. 40)
S-IVB 250 0.80
(76) (5515. 20)
110 0.80
(34) (5515. 20)
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APPENDIX A
ACCURACY REQUIREMENTS

Information which was documented by the Systems Operations Branch [4]
reflects the deletion made by the approval of Engineering Change Proposal
034R-1 [5]. The deleted pressure switch is the lox tank translunar vent
termination pressure switch on the S-IVB stage. Pressure switch actuation
and deactuation settings have been updated to reflect their latest documented
revisions.

Table A-I, Saturn V Pressure Switch Checkout Requirements, presents
the latest requirements derived from calculations based on the assumptions
listed in Note 7, page 27. This table presents the requirements, listed by
fluid requirements numbers, umbilical disconnects, item numbers, and switch
nomenclature.

Table A-II, CALIPS Pressurization Requirements for Overall Tests,
presents the latest pressurization requirements for use of CALIPS during
overall tests on the Saturn V vehicle. Time critical CALIPS are listed first,
followed by the remaining CALIPS pressurized during overall tests.

Changes from Reference 3 have been noted by a single symbol, #, in the
applicable column. New entries are noted by a double symbol, ##.

Figure A-1 is a schematic of the CALIPS checkout system which will

be used at Kennedy Space Center. Notes relevant to this analysis are also
enclosed on pages 25 through 29.

Notes

Note 1
FRF. No. are the Fluid Requirements Find Numbers.

Note 2

The finding numbers listed for the S-IC Stage are referenced to MSFC

drawing 20M97001, revision F, Index of Finding Numbers for Schematic,

1
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Propulsion Control System, S-IC. S-II Stage is referenced to MSFC drawing
20M97010, revision A, Index of Finding Numbers for Schematic, Propulsion
Control System, S-II. S-IVB Stage is referenced to MSFC drawing 20M97013,
revision A, Index of Finding Numbers for Schematic, Propulsion Control
System, S-IVB. Instrument Unit finding numbers are referenced to MSFC
drawing number 20M97005, Mechanical Control System, Instrument Unit.

Note 3

The actuation and deactuation pressures and tolerances required for
checkout as opposed to the actual switch tolerances.

Note 4

The minimum differential listed is the required minimum difference
between the actual actuation and deactuation values (first cycle) obtained during
checkout.

Note 5

This column indicates which of the following categories of testing are
applicable to a particular switch. These categories are for the determination
of Ground Support Equipment (GSE) requirements and do not necessarily
reflect the normal checkout sequence. Some of the capabilities in the GSE will
be required only for fault isolation.

Category A - Pressure switch checkout at the Vertical Assembly Build-
ing (VAB) (high bay) required the capability in the GSE for applying pressure
to all CALIPS in an approximate ramp form to permit the actuation and
deactuation pressures of the switches to be checked. This capability will
also be required at the launch site for fault isolation purposes only. To
minimize checkout time, the rate of pressure increase or decrease will be
greater outside the actuation and deactuation bands.

Category B - For switches in this category, the checkout equipment at
the VAB (high bay) must provide fixed pressures for ""Malfunction Loop'" test-
ing (during OAT #3 or the Mechanical Systems Test) since the functions of
these switches are not a part of the normal sequence. This capability is also
required at the launch site for fault isolation purposes only. A summary of the
switches in this category is as follows:

2, 3, 6,9, 11, 13, 14, 15, 16, 17
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Category C - To check all redundant modes of operation of switches in
this category, switch output must be ""blocked' electrically. A summary of the
switches in this category is as follows:

7, 12, 21
Note 6

The minimum differential, between actuation and deactuation points,
is based on the maximum differential required by the pressure switch to meet
the vibration requirements. The minimum differential requirement is to be
determined when a CALIPS is developed which will meet the vibration require-
ments.

Note 7

In defining ground loop accuracy requirements the following assumptions
were made:

a. The true pressure at which switch actuation occurs is nc.>rma11y
distributed with mean “v and standard deviation L where /,Lv is the switch

design actuation point. The ratio of switch tolerance (T) to o, is 3.

b. The difference between true pressure at the switch under test and
the measured pressure is normally distributed with mean 0 and standard
deviation g (the dependent variable) .

c. The allowable probability of falsely rejecting a good switch, and
that of falsely accepting a bad switch is 0. 01.

d. The allowable probability for repeating tests is 0. 04 for each given
manifold. This is the probability for having to take repeated readings to verify
the true condition of the flight switch.

Note 8

Accuracies listed under "Ground Loop Tolerances Requirements,

Percent'" are 30'G values. These limits are valid only if the difference between

true and measured pressure is less than 30G 99. 7 percent of the time.
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Note 9

The ground loop accuracy requirements given are based on absolute
pressure settings. To convert to loop accuracy requirements based on gage
pressure settings the following computations must be made:

a. Take the average ratio of absolute to gage pressure setting (actuation
point) for all switches on the manifold.

b. Multiply the average ratio (step a) by the loop accuracy given for
the manifold.

c. The answer is the loop accuracy requirement based on gage pressures.
Note 10

Two modules per vehicle. Each must be checked separately.

Note 11

The checkout equipment at the VAB (high bay) must provide fixed
pressures at the appropriate time during Overall Tests (OATS #1 and #2) and
the Simulated Flight Test (SFT) such that properly sequenced switch actuation
and/or deactuation will occur. The same requirements apply to the launch
site equipment for the final simulated flight test.

Note 12

Although it is desirable that neither LOX nor fuel overpressurization
switches be actuated during actuation of the prepressure switches, this is not
absolutely mandatory. The overpressure switches can be unplugged.

Note 13

Because of the strict time requirement the thrust OK switch operation
may be simulated as an alternative to pneumatic actuation. The F-1 and S-II
Engine Switches must be actuated or deactuated before normal time because
of the nature of the checkout line manifolding caused by staggered engine
operation.
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Note 14

Tolerances listed define general calibration port actuation/deactuation
limits for all switches built to this specification. Because the exact relation-
ship between checkout and system port actuation and deactuation will be unique
for each switch, each vehicle may have a set of switch checkout limits which
varies slightly from those given.

29



—_——————————— — — — —— T/

NOILVYINOIANOD LNOJDIHD SAITVO

3014180 3NI4

. 40071 LNOXNJ3HI
HOLIMS 3¥NSS3¥d

AlddNS J1LvWN3Nd

— cmmm  — A m——— —— i — — — — — —— — — —

103NNOJSICO
AvoIiTI8nN

"1V J4NOI1d

(Y
-
Q
T
w
>

¢

4/

e

|____ 1

SOILVNN3Nd
3701H3A

\A
Inwn A7 il 9
QION310S \
(1N10d ¥3DNASNYYL
NOISiDag |3J141H0 3SUV0D 3ON3Y¥343Y
JILVYNOLNY ) 330
¥3ILNdWOD [=m
ol - Svog _3Y/MOYVH
¥3ILNdWOD a3asn 39 11IM WILSAS
597 Svdad 3HL ¥0 W3LSAS
0 JYIMAYVH JHL ¥3HLI3
AVdSia

T777 77NN 777777 777777777 K777 77

30




J xew uw (w/N ge’y
(u/N TP €97)
TI¥ 27) wisd 2 'g2 «ZPELY v
1i8dg 1 0% ‘G-L0Td °A[eA uonez (611d)
uym (/N xew (,u/N -1anssaad [ony Surfjoxyuod uony o BY
2°'8902) 81L 281) £q 43173 Buranp eanssaad -BZ1ANSSaad
8v'0 ¥ v 18d g0 eisd g -9z adem yue; [on] sojem3ey juel ong (9] o1-8
‘sqns pue £0S-vs 10§ 2€°1
utm (W
(;w/N 8v¥pe) Brsd ew (;w/N .2%3\&
§°0 St "I “Xew 589 0Z) g1sd ¢ 12 6SLLY
pue urw (069 157) 15d 0 ¢ 0 . , (eved) €
0 "ZZ ST uolyemoe uyw AuE\Z xXeuwt ANE\Z *J08 aanssald ‘pad
-ap: ‘xew (GLE Z2LT) 2°8902) €78 GL1 €) GZ+ L I9)Je L0Zd 2ATeA aden Joley -
1sd ¢ "gz 81 uonEMOYy d ‘v 1sd g-0 31sd ¢ gz Jal[aa pue jusa s[oIuo0) JueJ, X0 [9] OI-S
‘squs pue g05-vS )
‘300$-VS 10§ A.w.\z Xew unu (;u/N el
apte) wisd g -0 s1 (w/N 76 881)
*I5Id *XPw pue utm 06L £1) Sw.a ¥L2 ‘ssaadoad 6SLLY
(090 ¢6T) 0 32 1sd 02 01 - < Bulnp 0124 yoIms o) dnyoeq (vved) 4
S1 uoyjenjoesp uyw AsE\Z Xewi A~E\Z S® S0y 098 GL + I [1un Joray uoyy ‘pmd
‘xew (g8 902) Z2°8902) 186 012) ‘ssaxdead woay 10z2d dATEN -ezZ1INSsald
1sd ¢ "pg ST UonEMOY qd 'y 1isd g o visd 9 ‘o¢ JOUIaX pUE JUBA [OIJUO) yueJ, Xo| (91 O1-8
xuw (Qu /N urw (u/N 2e°1
8GR ¢T) ZT¥ €971) UORIUSY puE 129uUCS
~N:_ N 688 991) tsd ¢z eisd 2 g2 -81p wxe ‘quin ‘pyj DI-S 6SLLY
eisd 7 §r¢ ~u—=\Z 0} urur 03Ul POYIO[IdIUT UoIENIOE 012d) T
sbe) visd ¢ Jna ANE /N Xeuw ANE /N ‘ZH66V oaTeA  ssaxadead ueny ‘pmd
(vt 'N R1L 7Z87) eisd Z°8902) c91 98%) *pa8 Suroayuod L¢ aanssoad -BZ1AINSSDIJ
¢oF Wod swasfg | gpo F v 1sd ¢ 0 esd 022 afe[m >ue) x0[ SuITIUIely yugy X0 191 0I-S
4 é
Awowz_w (+ 210N ) (21 (ZawN) | xon"g3'9'°d
‘17 ‘g 9I0N) : -
juaoxad (g a10N) .
. uo1ren)oesq 30duUu02s1qg | -
sjuaw sjuow uoed 1j13uspy
-aambay | -axmbey Telua | Mod MoRddaYy SAo0RLaUL pue yonmg =
SYTTWD : ~odl - E anss o BOTIqUI]
,_ Y saouex| nowoouys IaJ31a uoyoung 21IMG 2INssaad axnssarg reotiquin | o
-910L (z1 ‘11 ‘e %€
doorg 90N ) UOTIENPY TS
punoxp HOod o}dIY)

(0s3) SINIWAYINOIY LNOMDTHD HOLIMS TUNSSTUd A NUALVS °I-V ATAVL

31



j 11

un
(/N <LO ccz) SUo13us1 puT JDAUUCDSIP
eisd ¢ 'Lg | waxe ‘qun pay DI-S 01Ul payIO[IAIUT
xeut uoTIENIOY 172D dA[RA ssaxdaad (1eD) |
(9 910N | (u/N 998 §92) yuB] XO] Futjjoaiucd iq aanssaxd 2INSSAL] !
poambax g 060 T ¥ eisd 0 '6¢ JREIM NUE) XO] SUTBIUIE]Y RCLARNO ! L1 11-5 !
U/N0CE gLT1F ! M D
0¢o L1¢) 1sd g2¥ ; ‘ k01
¢l SSa] UOIENIOY _ omm—
(QU/N 0TT SFt- R DMLY ,
062 192~ U7 JJOIND DUIRUD ISNEN []In Z (194 TIIJ -
ANE\Z 0+9 L0€ L) Jo uonen)NBY(] “IWWOD yaune| nogl ‘eesr) , o= Y ! .
0oL u.w.M.v «d cg- 0901 03Ul poMa0[IdIUT 7 JO uonenioy W YO isnay 1|||J
08°0 F o 1A’ 1sd gc cu+ *aanssoad uoroalul [an sasung , autsus 1-.f ¢ [9! D1-% i
e E.E (;u \..z , -
| ) i
260t 21) e e | THLY | |
1sdg 1 m (rz1d) 19y
urw (;u/N Xew (/N Ry AEEH ¢=uy ! !
2°8903) ¥ L62Z 182) pue *ssaxdoad Butanp 6z214 pue o\ p—or— ,
qd'v 1isd g0 eisd 1°7¢ 9AJEA JUIA WUE] [aN] S[OXIU0D) yue] [ang {9] 01-s ,,
¢ |
xew *uoTITUST PUB 198UUONST) WIE R
(/N REEE (u/N u GU/NT -quin -pag OI-§ 0juT PaYI0LIBIL  “JJO
|4 z
unw sd ¢ o 2°60F TT) 9Lt SOy mum 1107V 0aTEA ssaxdaxd (R1161) ALY
(/N £19 681) sdg 1o 697 fixepuooas pue aouanbas uonus uon ¢
mw ersd ¢ Ly urw (u/N xew (,u/N 130 1Xe1S 03 TITOTY SAIBA °"Ssaxd -BZlANSSadd o= Wy
(ur/N 666 6671) B v Z2°8902) ¥°290 ¥02) -aad Axewtad Suroxjuos Aq aans yue] [ong
xew ersd () 6z 8% 0¥ 1sd g9 eisd 9°6Z -saxd ade[m jue] [an] suleuIBly (91 21-s
oo | (820N ¥ 910N) (21
“Caron) ‘11 ‘g 20N) (@ 20N) ) #oNTdd
1u %o.-w._i Syuat uoijenjoea -
sfreway |mwm.wﬁwu_~w_ -axmbay 1e13UD 1I0J Moyd2YD SE——— to1IEs USR] 393UuUedSIq | g
soour | MOWPRUD -Iispa (21 31 ‘¢ uoouUNg YoMg aanssaxdg HoMS Tea1IqUIN -
-Iaro], aanssaid Y=
doo 9J0N ) uonenOy
punoxn 3Hod INoyI8YH 28e1g

(piIu0)) 'I-V ATdVL

32




UO1IENIOE MOTaq
(;1/N 0L8 €2L- 8s°g
088 LET)
ersd 601 - 02 £08LY
(61 210N) ‘umopinys aulfua asneo [Im 21
‘30AUUNDSIP utuwt ANE\Z (w/y 088 90z ¥ yjoq jo uolenjoeag ‘uoljexado (0%D) O ‘pawaaiu]
Jea1iqun auo ‘afels ogg 281)| ¢ °° 026 0cg wv s8eisurew autSua xoj paambaa adejsurey
1ad o7 auiBua xad g gF0 F J2°VF 1sd 0g ersd o = g 1o YOIIMS I9Y31o JO uonenidoy auiSug g-r [Z) 11-s
urw £1°2
:E\zhww :H: 1994V
eeoie (6112) 1
Xewt RV TS o1 aanssaad Pang
(9 @210N) ANE\Z 29¢ qC1) TouucsIad X0} InoyIayd sulanp -X900 1A
q ‘v visd g'¢gz aanssaad yuel PHT SIOJIUOW yuel *HT (L) TI-S
€1°2
urwt Ut pue 10au
(Qu/X ot re7) -UOISIP WAE “qUN *pwy JI-§ 109LV
eisd o f¢ 0JUl PONIO[AMNUT UOTIFNIDY o1
New ‘eT1D aatey cssaxdoad yuey (L11D) ‘pangd
(9 90N) ANE\.A 07T QF0) YT Suneauoed Aq sanssaad amssald
parmbod 7 a4 v ersd o "ag aSeIm yurl [ony sutejulely yuvrl, Ty [Z) 11-8
. 11°¢
: unu
(QU/N FLL FFT) e
visd 0 12 E— O
NBl r195ES (c12d) HIGINA G "
(9 a10N) ANE\Z 29¢ fC1) puuosIad 10y Moeysay) Jutmp | aanssaxdian .|.||'||_“ i
q ‘v visd g g2 aanssaxd YuEl Xof SI0uoly | 1114 yue] No°] 1L 11-S __ “
R N N =
! Sm.ﬁ:.ﬁ (¢ 210N) (+ a10N) L Amﬂ (@ 210N) | wox'qud [ =
udoTad 1T € 910N) -
' .mﬁho:_ s1uawW ﬁo_w.wﬁh“wwmw 1DDUUCIS I(] \
syrRwoN omwﬂw—ﬂm -axmbay 1e1IUD syI01Ia] pur uoneIyNIuap] =
P MNoYIAYD -I9J31d | (2111 @30N) Uo1I~ M (21IWG AINSSATJ yoILmg reotIquu ) .
goo‘__ uoIenOyYy aanssaad -
| punon wuod Mmoyday) afvig L

(p,juo)) ‘I-v d14dVL

33



(;w/N
£86 0€2 ¥
8€t 66% Z) .
ersd A RS
[ e 4
/N “S11e] L0230 107EMS2X JUAAD (4= . UONIEZ FEOLY | =+
‘awil} S1Y) ® IqE urw 120 wf T Ayl Ul = PUB :{d SIATEA JOJIUOD -1anssaxday o1
~[TBAE J0U 3B SIaquinu (/N 662 €27 €) ‘ssaxdod Yuej T S]0IU0D pue iyt ‘dnyoeqg Uy
puld % "sqns pue 0.8 €2L) e1sd -gsaxdaa Sulanp aanssaxd g uaogm_:wom
£0G-VS ANA10a11T qa°'v 1sd 8% G gz ¥ G LI Joqureyd wnuajd sIOUOK “HD PIOD {8l 4AI-S
AN:.—\Z ’
€86 0€7 * *
066 26¥ 2) .
ersd ittt
G g8 7 29¢ - 43 B o |
*s|1ey L02d I0IRINEal uonez FGOLY | ==
‘awly S1Y) 1B 2|qelear auE\J WDAD DY} Ul 5 PUB = SAA[BA -1anssaxdoy | t1
jou sIaquINu puly utw (u/N mnNo Nm« w [013u0d "Ssaxdad yuel Xof sjoaued | x0T ‘dnyorg 1y _
‘sqns 0L8 €3L) 6z €2z ma pue -ssaxdax Suunp aanssaad xoyenday ||||L
PuE £05-VS :A1A109134 qa ‘v 1sd g¥ ez «mn_ww «{ Xaqueyd wnuafd SI0IUON 24D pIed [8) qAI-S |
< |
(,w/N ,
" €86 0£7 ¥
sqns 066 mmwhaw
b= g0s S gg 79 et
D C (972a)
«o“:o ¥ . ANE\Z ‘s1te} Lozd noa«_smmme»:MMo M:H::m_ oEZIINSSaLd FGOLY
g0S-VS 1 120 291 F (LS2a 2 womw: TeA jjony xo ‘dnyoeq €1
pue 106 (Qu/N 6627 £27 ¢) K1ddns °HgoH sioxjuod pue 1orensoy Y
-Vs 10) 0L8 €3L) ered 1yS1y Sutanp sanssoaad 602d R
_S6°0F q°'v 1sd g% cgzFg .N..wv Joqureyo wnuatd SIOjUOW HO PI°D [8] gAI-S
. ¢
Awswon (g @10N) | (¥ 3%0N) (z 9oN) | oN‘d"u'd
jusoxad (21 ‘11 ‘€ 9I10N) —
‘sjusw SJUIW uoryEnoRa(d joouuodsiqg | =
Loamba¥ | —o1mb. o en 3104 NONOSUD §}00119JU] pue uo11e01judP] o
SHIBWSY §90UBX i _ i uoijoun g YoIMg aInssard yoms S
-a[0L moNIdAYH uaIapIa (21 31 ‘€ oInssald reolquq) |
doo ON) UO1ENIO
punoan 9I0N) UonEmIOY a8e1g

Hod OIS,

(p:3u0)) °I-vV ATIVL

34




* SpUBTIWOD
uonIu3Y pue JOOUUOCOSTP WIB
QN “pMJ DI-S 0Uf POYOOTIIIUT UOTIBD

(;W/N £9S 852)

-1put pezlanssaxd yueJ,

‘ssexdex

(2920
‘0 TN
pus -ssexdoy

ersd 6 'ug]  Buunp ggzd eAreA pue JySig Sunmp | joxjuo)d yBig 269LV
0729 2aTeA *ssaxdaad Sunp g0za ‘T usng an
urw pUE 1520 SATEA BUIT[OIIUOD pue ‘g pumoxn nv
(/N Ly¥e) xew (;w/N $S9 282) 1113 punoa3 oy reusrs Suptaoad | uonyezuanssoxd
v 1sd g9 wvisd 1% Aq aanssaxd yue) SUTRIUTEN | -9aJ NUBL XOT [8] gAI-S
#LL°E
utw (W
G/ z%mw Mmm #zeoLy|
) ; (87e) -
(97120 ) aATeA Toxjuoo 98and dumd| (oxjuo) s8ang By
# «NE\Z 6907) xew ANE\Z 10T 982) UOTJBTNOITOBX XO[ 9yl Sulj[oajuod dwung uone] —
ZH°0 F g ‘v 1sd g0 eisd ¢ 1% £q aanssoxd adand sutejurey | -noxroey xoq " [8] HAI-S
ev’g
urw (u/N 905 289)
14
: e1sd g6 6oLV | #
LT
urw (w/N "LTEQ dATEA TOXJUOD (61ea) nv
GR9 0Z) xew A«E\Z $8G LE6) 88and sutdus Surroxuos| oxjuo) e8ang
g ‘v 1sd ¢ eisd 9g7y Aq sanssaad s3and surejurepn aurfuy z-p [8) gAI-S
*SPUBWIWOD UOTITUST PUB 309 UUOISTP Zb'c
WwJae "quin ‘pmj DI-S ‘edouanbes
(;W/N ¥TL €12 ¥ 090 8LE £)| onrWOINE 0JUT PaYDO[ISIUT UOTIIPUOD VOOLY | #
v1sd 1¢ ¥ 06% TEWION “SIe} oed Xorem3ax | (goed) dnsoeqg 91
‘sqns pug utw (w/N JU9AD 8} Ul 9OEd SATEBA PIOUI[OS no“m?wwm. 1013 Uy
£0S-VsS 258 66¢) (W/N $LL B%T F 00% 98T ¥) Buroauod Aq sanssaad 40gq |-uo) 9ATEA pue
., J0JGe0 7 qg ‘v 1sd gg eisd 12 ¥ 009 Jaqueyo wnuald surejutely | o3ang aurduy (8] gAI-S
(5 310N) (¥ 230N) (z ?0N) | £oN'd'H°d
@ '8 ‘L (@1 ‘17 ‘g 2I10N) ~
SOI0N) Jo8Uu0dSIq | =
SjuS W uonENIOdBI( 0dq INONIIYD
sxrewoy jusoxad -~axmboy renus SHO0[19U] puE UoTIBI1INUSPT -
i N ‘sjuawdxInb -xana uo1PUNg yd1IMg aanssaxd [oIImg TearIiqui)
-3y seousx | MO3OAYD aanssaxd =
-a10], doo] (21 ‘11 ‘g 910N) O
punoan uoneENjOY 3104 INOHOYD S

35

..

(P,3U0D) *I-V ATIVI



022 8%¢ -

Gw/N c6c 0zp + 50F L15) eL'e
ww. , 184 52 dmyorg “umop g69Ly | #
-nys aurdus asned [[m Yjoq 12
(7 @10N) jo uonempraQ ‘uoljerado (ova) ny
(W /N 0S8 90Z ¥ 526 0SS ¢€) a8ejs urew Jo0j paxmbaax | 3jO 93eISUTEW
paxmbax g 68°0 F o‘v # esdog ¥ gig YOHMS 19318 JO UOTIENIOY surduy z-p [8] €AI-S
*spuewwod uonrult pue
102UUODSTIP WIXE “qum ‘pmJ DI-S
0ojul payoofIajul ST UoHEsIpUl (0s1Q) 8L°¢
urw (W/N 2°SeE g12) pozunssaad jue] ‘uIng puodas |joajuod W3Ng
ersd g8 *o¢ Sunnp ¢17a aafea pue ‘*ssaadax uwIng puooag 169LY 4
Buranp 1geq a2ATEA ‘°ssaadaad [pue ¢ °sseaday 02
urw Sutanp 196 T1V 2ATEA ‘T11J punoxs ¢ *ssaadaadg b14%
(W/N L¥¥e) xew (;W/N 96€ ¥€3) Bunanp 116£V @ATRA SUI[[OXIUOD 4 punoxd
19°0 F v 1sd Gg°0 eisd y¢ Aq aanssaad yuej surejurely yuel ‘1 3 gAI-S
ON ) ON‘Jd'¥°
6 ‘s (g @70N) (¥ 3I0N) (21 ‘11 ‘¢ 910N) (z @10N - ~
‘9 mouoznw uoum_w_ﬂwﬂ — uo1EM)OEN] MOod INONIIYD Joouuoosig| M
SyIRWaY . U908 Mmooy x93 $)}001X2jU] pue uoeOYTIULP] =
sjueutazmb uotppung yolIag aanssaxdq qo3mg reoyqup) =
Tou oo (27 ‘17 ‘g ON) eanssa1d
~a10L doo uoyENIOY Hod INONOAYD asw1g
punoxd

(pepnpuo)) ‘1-v ATAV.L

36




TABLE A-TI, CALIPS PRESSURIZATION REQUIREMENTS FOR

OVERALL TESTS

ITEM

11

13

18

Stage
Pressure Pressurization
Umbilical Switch ch;uircn\‘cnts Remarks
Identification
F.R.F.No¥ | (Note 2)
S-IC Lox Tank Pressure is applied to CALIPS port [Time critical. Pressure
Prepressuri-  {at T-72 secs and must reach 27. 0 must reach 27,0 psia
Fwd. zation (B210) |psia (186 138 N/mz) prior to T-20 (186 135 N/m’) for SA-300F,
sec. SA-503 and subs,
1.32
S-IC Fuel Tank Pre-|Pressurce is applicd to CAiLPS port  [Time critical
pressurization |at T'-97 secg  and must reach
Aft. #2 (BL13) 29,6 psia (204 062.4 N/m?) prior
to T-20 scc.
1.33
S-IC F-1 Engine Pressurce is applied to CA LIPS port | Time critical
Thrust OK port at T-8, 8 sces and must reach
Aft 43 (B59, BGO, 1095 psia (754, 3930 N/m”) prior
B61) to T-0.1 sce. (Note 16)
1.64
S-11 Lox Tank Pressure is applicd o CA LIPS port  |Time critical
Pressure at T-137 secs and must reach 39,0
Intermed. (C213) psia (263 866 N/m”) prior to T-20
see,
2.11
s-11 LI, Tank Pressure is applicd to CA LIPS Time critical
Pressure port at T-97 sces and must reach
Fwd. (C117) 36.0 psia (ZoZ 184 N/in®) prior
to T-20 sec,
2,13
S-I1 J-2 kngine Pressure is applied to CALIP Time critical
Mainstage port as S-I1 Ingine Start and
Intermed. OK (C40) must veach 525 psia (3 619 350 N/m®)
within 2.9 sce. (Note 16)
2,58
S-1vB Lox Tank Pre- [Pressuive is applicd to CALLP port Time critical
press., Grd, [|al T-168sces and must veach 11,0
Aft. Fill, Flight psia (282 654 N/m’) priov to T'-20
Control Re- sec.,
3.77 press, and

M. L. O, (D262)
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TABLE A-II,

( Concluded)

Stage
= Pressure Pressurization
1q | Umbilical Switch o Remarks
Identification Reqguirements
3]
~| F.R.F.No.* | (Note 2) (Note 14)
S-IVB LH,; Tank Grd. | Pressure is applied to CALIP port Time critical
Fill, Pre- at T-97 secs and must reach
20 | Aft- press., Re- |34, 0 psia (2134 369 N/m”) prior to
press, and T-20 sec.
3.78 Second Burn
(D150)
S-IVB J-2 Engine Pressure is applied to CALIP port Time critical
Mainstage at S-IVB Engine Start and must
29 | Aft OK (D40) reach 525 psia (3 619 350 N/m”)
within 3.0 sec. (Note 16)
3.73
S-IC Fuel Tank Pressure applied to CALIP port Not considered
Pressuri- must reach 26,5 psia (182 691 N/m?) [time critical
4 Aft # 2 zation (B119) |prior to T-0,0 sec and is maintained
to T +2 min 27.3 sec.
1,33
S-IVB LH, Tank First| Pressure applied to CALIP port Not considered
Burn Flight must reach 31,5 psia (217 161 N m?) | time critical
Aft Control (D120)|prior to T +8 min 36 sec and is
21 maintained to T + 11 min 32.3 sec.
3.78
U Gas Bearing Pressure applied to CALIP port Not considered
Sphere Low must reach 1300 psia (8 962 200 time critical
g3 | Fwd. Pressure OK |N/m?) prior to 187 sec. and is
(E703) maintained to end of flight.
4.10
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APPENDIX B
STANDARD OPERATING PROCEDURES

General Instructions

The following instructions should be observed to maintain maximum
protection for personnel and equipment:

1. Verify that all equipment is properly grounded.

2. Verify that all high-pressure lines external to the breadboard are
properly connected and secured.

3. Verify that all power cables external to the breadboard are connected
properly and are of adequate size to carry the load required by the breadboard,

4. Establish two-way telephone communications between the breadboard
and computer control console.

Equipment List

1. Four CEC Force Balance Pressure Transducers of the following
types:

a. Type 4-335-0102, 0-5000 psid (0-34 470 000 N/m?)
b. Type 4-335-0001, 0-1000 psid (0-6 894 000 N/m?
c. Type 4-333-0001, 0-100 psid (0-689 400 N/m?)
d. Type 4-333-0001, 0-30 psid (0-206 820 N/m?
2. One CEC Servo Amplifier, Type 1-156.
3. One Hewlett Packard Model 3440A Digital Volt Meter (DVM) .

4. Wiancko Secondary Standard, Type Q-3403.
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5. Wiancko Plug-in Pressure Transducer Heads of the following types:
a. Type M1165, 0-50 psid (0-344 700 N/m?)
b. Type M1155, 0-100 psid (0-689 400 N/m?)
c. Type M1155, 0-1000 psid (0-6 894 000 N/m?)
d. Type M1155, 0-5000 psid (0-34 470 000 N/m?)
6. One Hewlett Packard Model 5245L Electronic Counter.
7. One Custom Built Signal Conditioner.
8. One Sorenson Model E28-30 Nabotron ( Voltage Regulated 28 Vdc

Power Supply) .

Preliminary to Verification of CEC Transducer Accuracy

1. Verify that all equipment is within its respective calibration period.

2. Verify that equipment is connected as shown in Figure 2, Breadboard
System Block Diagram.

NOTE

Before start of test, the Wiancko Secon-
dary Standard and CEC amplifiers and
associated transducer heads should be
turned on and allowed to stabilize for a
period of 24 hours.

CAUTION

Before performing a step, read the step
thoroughly.

Damage to the transducer heads is caused
by overpressurization. The CEC head
may not achieve more than 150 percent
of full pressure range without permanent
damage.
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3. Before running CEC verification test, perform the following steps:

a. Check calibration of DVM by depressing CAL-CHECK button and
verify that the DVM reads 8000. Make adjustment if necessary.

b. CEC Transducer Zero Adjustment is accomplished by inserting
a small screwdriver bit in the Zero Adjust slot on the transducer head and
rotating the control in either direction until the DVM indicates + 0000 voltage.

CAUTION

Never turn the Zero Adjust control on

the transducer more than 10 turns from
its original position. Over-adjusting the
Zero Adjust control may cause permanent
damage and require factory realignment.

Do not disconnect the electrical connector
from the transducer without first removing
power from the CEC amplifier. (Position
the ON-OFF switch to the OFF position).
If the connector is disconnected with power
ON, fuse F3 on the chopper amplifier

will be blown. To replace fuse F3, neces-
sitates removal of amplifier housing and
PC board.

c. To accomplish Wiancko secondary standard zero adjustment,
connect a coax cable between the X4 connector on the Wiancko and the Hewlett
Packard counter input. Position the counter controls to display a frequency
count of 000. 000.

d. To accomplish Wiancko zero adjust, depress the Range Check
pushbutton on the front panel and observe the output frequency. This reading
should coincide with the reading recorded on the surface of the name plate of
the transducer. If the readings do not agree, loosen the knurled lock behind
the Range Set control and rotate the range control until the desired reading
is obtained. Release the pushbutton. The counter should display a Zero count
of 40 000. If the reading does not agree, adjust the Zero Set control until a
reading of 40 000 is obtained. Repeat the above procedure as many times as
necessary to obtain the correct zero set.
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NOTE

All zero adjustments are made at
ambient pressure.

WARNING

The preceding steps are mandatory
before proceeding into the actual
CALIP loop accuracy verification test.

Operational Modes

See Breadboard Schematic, Figure 3, for position of valves and trans-
ducers, and Table B-I for summary of the operational modes.

1. Mode I — Stabilization Verification. This mode of operation serves to
produce data which verify that the CEC transducer is stable. The pressure
readings of the CEC are checked against the ‘Wiancko transducer readings at
various pressures. The system is manually controlled by switching the solenoids.
The pressure in the system is raised and lowered in steps.

a. Install desired CEC and Wiancko transducer heads.
b. Position the hand valves as follows:
(1) Isolation valves 2 and 8 to the closed position.
(2) Isolation valve 3 to the open position.
(3) Isolation valve 4 to the closed position.
(4) Isolation valves 5 and 7 to the closed position.

(5) Isolation valve 6 to the open position. (Left open so that
system can be vented through vent valve 9 at the end of valve testing).

(6) Vent valve 9 to the closed position.
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c. Position the solenoid valves (SOV's) as follows:

(1)
(2)
(3)
(4)
(5)
(6)
(7)
(8)

SOV S1i to OFF Indicator (GREEN).
SOV 82 to OFF Indicator (GREEN).
SOV S3 to OFF Indicator (GREEN) .
SOV S84 to VENT (no indication toggle switch).
SOV S5 to VENT (no indication toggle switch) .
SOV S6 to OPEN (no indication toggle switch).
SOV S7 to VENT (no indication toggle switch).

SOV S8 to VENT (no indication toggle switch).

d. Open facility shutoff valve (not shown on Fig. 3) and verify
approximately 3000 psig (20 682 000 N/m?) as read on gage 1.

e. Open shutoff valve 1.

f. Set hand-operated regulator to the desired pressure as read on

gage 2.

g. Position the start switch to ON. The indicator illuminates red
indicating SOV S1 is open.

NOTE

Position the start switch to ON and then
to OFF allowing the system to stabilize
at 20 percent intervals up to the
transducer full-scale reading. Record
the CEC and Wiancko reading at each
stabilized interval.

h. Position vent switch S2 to ON and then to OFF. Allow the
system to stabilize at 20 percent intervals down to zero. Record CEC and
Wiancko readings at each stabilized interval, including the zero reading.
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NOTE

Open vent valve 9 to assure the system
is at ambient pressure.

The preceding Steps 7 through 8 are performed to minimize the hysteresis
of each transducer.

The readings obtained during the stabilization run from both transducers
should agree substantially. If substantial agreement is not obtained, repeat
steps 7 through 8 until substantial agreement is obtained.

2. Mode 2 — Determination of Loop Accuracy. This mode evaluates
all of the system inaccuracies with the exception of pressurization lag. The
system is operated by manual control of solenoids. The computer monitors
the system operation. Pressure is ramped up and down using the coarse and
fine orifices. The transducers are connected to the same end of the line.

Before performing the loop accuracy test, the following conditions should
be accomplished.

a. Prepare test setup as follows:

(1) Select desired tubing length (see Breadboard Schematic,
Fig. 3).

(2) Install desired CEC and Wiancko transducer heads.

(3) Position the hand valves as follows: [Example using
550 ft (167.8 m) of 0.375 in. (0.9 cm) tubing].

(a) Isolation valves 2 and 8 to the closed position.
(b) Isolation valve 3 to the open position.

(c) Isolation valve 4 to the closed position.

(d) Isolation valves 6 and 7 to the closed position.
(e) Isolation valve 5 to the open position.

(f) Vent valve 9 to the closed position.
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b. Position the solenoid valves (SOV's) as follows:
(1) SOV 81 to OFF Indicator (GREEN).
(2) SOV S2 to OFF Indicator (GREEN).
(3) SOV 83 to ON Indicator (RED).

¢. Verify loop accuracy test point A.

(1) Adjust the hand regulator to desired pressure (refer to
step a. 2).

(2) Notify the computer operator to start the computer.

(3) Position the start switch to ON (RED indication).
Pressurize the system to approximately 80 percent of full-scale (maximum
value of transducer). Position switch S3 (coarse orifice control) to OFF
(GREEN indication). The system will continue to pressurize through the fine
orifice. When full-scale pressure is attained, position switch S2 (vent valve)
to ON (RED indication). Allow the system to vent to approximately 80 percent
on full-scale. Position switch S3 (coarse orifice control) to ON. The system
will continue to vent through the combined fine and coarse orifices until ambient
pressure is indicated.

(4) Notify the computer operator to stop the computer.

(5) Position vent valve 9 to OPEN. Allow the system to
stabilize to ambient pressure.

CAUTION

Care should be taken during manual
pressurization not to over-pressurize
the system beyond full-scale readings
as this will result in permanent
damage to the transducers.

(6) Repeat steps a through c¢ for the remaining tubing lengths.
(See Fig. 3 for correct valve setting.)
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NOTE

During ramping, the computer will
receive and process data at approxi-
mately 2-second intervals.

3. Mode 3 — Determination of Loop Accuracy (Manual Controlled Test
Points A and B). The system is controlled by manual operation of the solenoid
valves. The transducers are at each end of the tubing line. The pressure is
ramped up and down with the computer recording the readings from both
transducers. This mode will allow the overall accuracy to be evaluated
including the effect of pressurization lag.

a. Prepare test setup as follows:

(1) Select desired tubing length (see Breadboard Schematic,
Fig. 3).

(2) Install desired CEC and Wiancko transducer heads.

(3) Position the hand valves as follows: [Example using
550 ft (167.8 m) of 0.375 in. (0.9 cm) tubing].

(a) Close isolation valve 3.
(b) Open isolation valve 4.
(c) Close isolation valves 2 and 8.
(d) Close isolation valves 6 and 7.

(e) Open isolation valve 5 (this valve opens the desired
tubing length) .

(f) Vent valve 9 to the closed position.
b. Position the solenoid valves (SOV's) as follows:
(1) SOV 81 to OFF Indicator (GREEN).

(2) SOV S2 to OFF Indicator (GREEN).
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(3) SOV S3 to ON Indicator (RED).
(4) SOV S5 to ON Indicator (RED).
(5) SOV $6 to OFF Indicator (GREEN).
(6) SOV S7 to OFF Indicator (GREEN),

¢. Verify zero settings for the Wiancko and CEC transducer heads.
If the zero settings have drifted, readjust as necessary (reference to zero set
procedure) .

d. Verify loop accuracy test points A and B:
(1) Set hand-operated regulators to desired pressure (gage 2).
(2) Notify the computer operator to start computer.

(3) Position the start switch to ON (RED Indication). Pres-
surize the system to approximately 80 percent of full-scale (maximum value of
transducer). Position switch S3 (coarse orifice control) to OFF (GREEN
Indication). The system will continue to pressurize through the fine orifice.
When full-scale pressure is attained, position switch S2 (vent valve) to ON
(RED Indication). Allow the system to vent to approximately 80 percent on
full-scale. Position switch S3 (coarse orifice control) to ON, The system
will continue to vent through the combined fine and coarse orifices until
ambient pressure is indicated.

e. Reset system for remaining tubing lengths (Steps a.3.e, b.4,
b.5, b.6, above), and repeat steps c and d above.

NOTE

Observe all notes and cautions under
Mode 2.

The tests conducted under modes 2 and 3 are performed using the
transducer pressure ranges in Table B-II with each tubing length.
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TABLE B-II. TRANSDUCER PRESSURE HEADS

CEC WIANCKO
30 psid (206 820 N/m?) 50 psid (344 700 N/m?)
100 psid (689 400 N/m?) 100 psid (689 400 N/m?)
] 1000 psid (6 894 000 N/m?) 1000 psid (6 894 000 N/m?)
. 5000 psid (34 470 000 N/m?) 5000 psid (34 470 000 N/m?)
. 4. Mode 4 — Determination of Loop Accuracy Using CALIPS

(Automatically Controlled). The system is completely automatically controlled.
The transducers are at each end of the tubing line and the up and down ramp and
high and low ramp rates are pressure switch controlled. The test is designed
to give actual CALIPS actuation and deactuation points on the pressurization

and depressurization cycle.

NOTE

The digital voltmeter should be observed
during the automatic pressurization
cycle. If the high pressure switch
should fail, the transducers and CALIPS
would be damaged.

a. Prepare test setup as follows:

(1) Select desired tubing length (see Breadboard Schematic,
Fig, 3).

(2) Install desired fine orifice size.
(3) Open CALIPS isolation valve 8.
(4) Open pressure switch isolation valve 2.
(5) Position pressure switch solenoid valve S4 to ON,
b. Verify zero settings for Wiancko and CEC transducer heads. If

either zero settings have drifted, readjust as necessary (reference to zero
set procedure) .
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c. Position transducer isolation valve 4 to the closed position and
valve 3 to open position (test point A).

NOTE

Test is repeated with valve 3 closed
and valve 4 open (test point A and B).

d. Verify all other valves are in the OFF position (see pneumatic
schematic) .

e. Set hand-operated regulator to desired pressure (gage 2).

f. Before initiating the test start, verify that the zero settings
of the transducers have stabilized. Refine setting if necessary.

g. Notify the computer operator to start computer.
h. Position the start switch to ON,
NOTE
After the start switch has been
initiated, the sequence of operations
is automatically controlled by the

console high low-pressure switches.

i. When the system indicates zero pressure, as monitored by the
CEC DVM, notify the computer operator to stop the computer.

j. Position start switch to OFF,

k. Position vent valve 9 to open.

1. Close vent valve 9.

m. Repeat steps ¢ through 1 for the remaining tubing lengths.

n. Substitute fine orifices and repeat the above test, steps ¢
through k.
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o. Position transducer isolation valve 4 to the open position and
valve 3 to the closed position (test point A and B). (See note above.)

p. Repeat steps d through n above.

5. Mode 5 — Establishment of Optimum Ramp Rates. This mode of
operation is used to determine the optimum ramp rates and hence to establish
an optimum orifice size for each pressure range. Gaseous nitrogen (GN,)
and helium (He) shall be used in determining ramp ranges. The system is
manually operated. Both transducers are monitoring test point A and then the
system is changed so that the CEC is at test point A and the Wiancko at test
point B.

a. Prepare test setup as follows:

(1) Select desired tubing length (see Breadboard Schematic,
Fig. 3).

(2) Install desired CEC and Wiancko transducer heads.

(3) Position the hand valves as follows: [Example using
550 ft (167.8 m) of 0.375 in. (0.9 cm) tubing].

(a) Isolation valves 2 and 8 to the closed position.
(b) Isolation valve 3 to the open position.
(c) Isolation valve 4 to the closed position.
(d) Isolation valves 6 and 7 to the closed position.
(e) Isolation valve 5 to the open position.
(f) Vent valve 9 to the closed position.

(4) Select desired fine orifice size and install.

(5) Select desired media (GN, or He).
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b. Position the solenoid valves (SOV's) as follows:
(1) SOV Si to OFF Indicator (GREEN).
(2) SOV 82 to OFF Indicator (GREEN).
(3) SOV S3 to ON Indicator (RED).

c. Verify loop accuracy test point A,

(1) Adjust the hand regulator to desired pressure (refer to
step a. 2 above).

(2) Notify the computer operator to start the computer.

(3) Position the start switch to ON (RED indication). Pres-
surize the system to approximately 80 percent of full-scale (maximum value of
transducer). Position switch S3 (coarse orifice control) to OFF (GREEN
indication). The system will continue to pressurize through the fine orifice.
When full-scale pressure is attained, position switch S2 (vent valve) to ON
(RED indication). Allow the system to vent to approximately 80 percent on
full-scale. Position switch 83 (coarse orifice control) to ON. The system
will continue to vent through the combined fine and coarse orifices until
ambient pressure is indicated.

(4) Notify the computer operator to stop the computer.

(5) Position vent valve 9 to OPEN. Allow the system to
stabilize to ambient pressure.

CAUTION

Care should be taken during manual
pressurization not to over-pressurize
the system beyond full-scale readings
as this will result in permanent damage
to the transducers.

(6) Repeat steps a through ¢ for the remaining tubing lengths.
(See Fig. 3 for correct valve setting. )
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NOTE

During ramping, the computer will
receive and process data at approxi-
mately 2-second intervals.

(7) Change orifice size and repeat steps a through c for each
tubing length.

d. Change gaseous media and perform a through c for each orifice
size and tubing length.

e. Prepare test setup as follows:

(1) Select desired tubing length ( see Breadboard Schematic,
Fig. 3).

(2) Install desired CEC and Wiancko transducer heads.

(3) Position the hand valves as follows: [Example using
550 ft (167.8 m) of 0.375 in. (0.9 cm) tubing].

(a) Close isolation valve 3.
(b) Open isolation valve 4.
(c) Close isolation valves 2 and 8.
(d) Close isolation valves 6 and 7.

(e) Open isolation valve 5 (this valve opens the desired
tubing length) .

(f) Vent valve 9 to the closed position.
f. Position the solenoid valves (SOV's) as follows:
(1) SOV Si to OFF Indicator (GREEN).

(2) SOV S2 to OFF Indicator (GREEN).
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(3) SOV S3 to ON Indicator (RED).
(4) SOV S5 to ON Indicator (RED).
(5) SOV S6 to OFF Indicator (GREEN).
(6) SOV S7 to OFF Indicator (GREEN),

g. Verify zero settings for the Wiancko and CEC transducer heads.
If the zero settings have drifted, readjust as necessary (reference to zero set
procedure) .

h. Verify loop accuracy test points A and B:
(1) Set hand-operated regulators to desired pressure (gage 2).
(2) Notify the computer operator to start computer.

(3) Position the start switch to ON (RED Indication). Pres-
surize the system to approximately 80 percent of full-scale (maximum value
of transducer). Position switch S3 (coarse orifice control) to OFF (GREEN
Indication). The pressure is attained, position switch S2 (vent valve) to ON
(RED Indication) . Allow the system to vent to approximately 80 percent on
full-scale. Position switch S3 (coarse orifice control) to ON. The system
will continue to vent through the combined fine and coarse orifices until
ambient pressure is indicated.

i. Reset system for remaining tubing lengths (Steps e.3.e., f.4,
f.5, £.6, above), and repeat steps g and h above.

NOTE

Observe all notes and cautions under
operational Mode 2,

The test conducted under Mode 5 is performed using the transducer
pressure ranges in Table B-II with each tubing length.

j. Change orifice size and repeat steps e through i for each tubing
length.

k. Change gaseous media and perform e through j for each orifice
size and tubing length.
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APPENDIX C
COMPUTER PROGRAMS

sJos . NASA=NELSONs BIN 3 ¢450890¢01¢12¢120CEP
SEXECUTE 18J08
$18J08 .

$SIBFTC COTOGF L 1IST+DDDECK

DIMENSION XA(150)+YA(150)eYAL1(150)eXE(150)sYB(150)¢XC(150)

1 YC(150)+ABAX(12)+ABAY(12) s ABEBX(12)9ABBY (12)2ABLY(12)

2 XD(150)+YD(150)

1]
Q
579

10
100

333

339

- 340

341
342

343
344

DIMENSION SYCC(11)
DIMENSION C(10)eSYCI150)¢AB6E(12) sABAZ(12)
READ (S5¢50) (ABAX(K) eK=1912) s (ABAY(K) oK=1012) 0 (ABBX(K) eK=1012)0

(ABBY(K)sK=1012) ¢ (ABCY(K) eK=1412) s (ABEIK) oK=11912)

2 +(ABAZ(K)+Kx1e12)

FORMAT (12A6)
READ (S+¢579) MsCUTOFF ¢ THROUT
FORMAT (12¢2F104¢0)
NPA=0
NP0
JUMP=0 . )
READ (%5+¢100) PleP24ICONIJHIIMIISeJOSINSW
FORMAT (FBe0+1aXeFBeUe18Xe120¢14X081246Xs12)
IF (ICONJEQsl) GO 1O 23C
IF (ICONeGEe2) JUMP=0
IF TICONGE«2) GO TO 420
[F (P1¢6EQe0+0)GO TO 10
IF (PleLTeAP1sAND AP GToAAP1eANDeAAP]1e¢GTe0e0) ICON=1
AAP1=AP]
AP1=P1
IF (UUMP.GE+1)GO TO 333
TH=JH
IM=UM
1S=U8
10S=UDS
JUMP= {
CONT INUE
I=INITIAL
J=PRESENT
IF (JUHeGEe IH) GO TO 339
JH=JH+24
NH=UH=IH
IF (UM GEes IM)Y GO TO 34t
JM=UM+ 60
NH=NH~-1
NM=JUM= M
IF (USeGEelS) GO TO 343
JS=US280
NM=NM=-1
NS=JS=-1S
IF (UDSeGESIDS) GO TO 345
JOS=JDS+10
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345

420

430

431

30

2us

210
200

599

NSsNS=-1

NDS=JUDS~1DS
TTT=NH#36000+NMRE00+NSH ] O+NDS
T=2TTT/1060

NPA=NPA+ ]

XBI(NPA)=T

XC(NPA)=P1

XD (NPA) =P ?

IF (NPALT.150) GO TO 431

CALL CAMRAV(9)

CALL QUIK3V (~1+Bs+AUAXIABAY e ~NPAXEXC)
CALL QUIK3V (UsB1ABAX ¢ ABAY e NPA ¢ XE o XD )
DO ‘430 MPA=]1+150

XB(MNPA)=C40

XCI(NPA)=U,40

XD(NPA) =040

CONT INUE

NP A=0

IF (1CONeGEe2) GO TO 3G

IF (P1eLTeCUTOFF) GO TO 10

IF (ICONeGEL1) GO TO 30

NP aNP+ |

Sw=NSW
YOI(NP)I=CUTOFF#] ¢ 01 +CUTOFF #0405 *SW
XAINP)=aT

YAL(NP)=P2

YA(NP)=P1

YB(NP)aP2-P1

YCINP)=(P2-P1)1#]100,u/pP1

IF (NP,LT+150) GO TO 0

CONT INUE

IF (NPeLTeM+1) GO TO 599

CALL STAT (YC«NP)

CALL. QUIK3V (~1¢B+ABAXIABALZ+~NP ¢XAsYA)
CALL QUIK3VICsA+ABAX s ABAZ NP eXAWYAL)
CALL QUIK3V (U+BABAXABAZ« ~NP e XA YD)
CALL QUIK3V (1 +8+ABBX+sABCY +=NPsYAWYC)
CALL QUIK3V (=1+BeABBXsABG6s—~NPsYAYE)
CALL QUIK3V (-1+3+ABBY«ABUBY+~NP«YAsYAL)
CALL OQUIK3V (-1+B1ABBX«ABCY NPsYAsYC)
CALL, SMOOTH (YAsYCTWNP MeC)

MP1=M+ 1

DO 200 [=1eNP

SYC(13=C,0

DO 205 J=1+MP]

SYCC(U)=0e0

DO 210 J=1+MP1}

L=J+1

K=J=-1

SYCCHLI=SYCCIUI4CIIIRYAL]) *¥K
SYC(1)=SYCCIL)

CALL QUIK3V (UsBABBX ABCY st s YAe YD
DO 600 NP=1+150

XA{NP)=040

YALINP)=0.0

YA(NP)=0,40

YB(NP)=0,0

YCINP)=040

YDI(NP)=UoU




SYC(NP) =040
600 CONTINUE
NP =0
AP1=0,0
AARP1=0,0
IF (ICON=3) 1049431
31 CALL CLEAN
STOP
END
SDATA
ELAPSED TIME I[N SECONDS
TRANSDUCER QUTRPUT -RSIG-
wIlIANCKO OUTPUT PSIG
CEC OUTPUT PSIG
PERCENT DIFFERENCE
ABSOLUTE DIFFERENCE
TRANSDUCER OUTPUIT =P5IG- AND HwlTCH ACTUATION
5 1040
SIBFTC STATIS L IST«DDDECK
SUBROUTIN™I STAT (YeNP)
DIMENSION Y(150)
SAVE =00
DO 10 I=1+NP
10 SAVE=SAVE+Y(])
XBAR=SAVE/FLOAT (NF)
DIFS=0,0
DO 20 J=1NP
20 DIFS=DIFS+(Y(J)-XBAR) ##2
VAR=DIFS/FLOAT (NP=-1)
STOIV=SAQRT{ABS(VAR))
WRITE (6+6) XBARVARsSTODIV NP
6 FORMAT (/6H MEAN= ¢F 10 6¢10H VARIENCE=Z+F 10e6eBH ST DEV=
1 F10,6¢5Xe 3494 READINGS/)
RE TURN
END
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